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• Good application properties 

• Low odour 

•  Quick drying 

• Good exterior durability 

• Film resistant to fungus growth 

1 DESCRIPTION 

Water based stain for wood. 

2 TYPICAL USES 

To provide decorative protection for wood in interior and exterior. 

3 CERTIFICATES/TESTS 

“Interior air quality” classification according to French regulation (Regulation of 19 April 
2011 concerning of construction products or coating of walls and floors and the emission of 
volatile pollutants of paints and varnishes) 

A+ 

4 CHARACTERISTICS 

Finish: Satin 

Substrate: New and previously varnished wood 

 See catalogue 

Practical spread rate: 
About de 15 m2/L per coat. 
(Depending upon type of surface, and application conditions) 

Method of application: Brush 

Drying time:   
(at 20 °C and 60 % RH) 

Touch dry – 1to3 hours 
Over coating – 8 to10 hours 

Volatile Organic Components (VOC) 

EU limits for this product (cat A/e): 130 g/L. 
This product contains at maximum 37 g/L VOC. 
(The VOC value shown above refers to a ready for use product, as tinted, thinned etc in accordance with our 
recommendations. We are not responsible for products obtained by mixing products which are different from those we have 
recommended and we must draw attention to the responsibility of anyone involved within the supply chain not to infringe 
Directive 2004/42/CE) 

Shelf life: 2 years when stored inside in original containers at temperatures between 5 and 40 ºC 

5 APPLICATION DATA 

5.1 SURFACE PREPARATION 

 
New wood - The substrate must be dry, clean and free of dust, grease and other contaminants. Ensure that the wood to be treated is dry. 
Sand with a medium grade paper in the direction of the grain. Round off any sharp edges. 
 
Previously coated wood - In cases where the varnish or stain has degraded or if the wood has been painted, carefully scrape the surface. 
Ensure that the surface is free of powder and contaminants. On a perfectly cleaned surface, proceed as for new wood. In cases where the 
previous varnish is undamaged, sand carefully followed by the removal of any dust and contaminants. On wood that has been previously 
waxed, ensure complete removal of the wax.  

5.2 ENVIRONMENT CONDITIONS 

Ambient temperature: Above 5 ºC 

Relativity humidity: Below 70 % 

Substrate humidity:  Between 8 and 12 % 

Temperature of the substrate: 2-3 ºC above the dew point 
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We recommend that the technical data sheet is periodically checked to ensure that it is the most recent version. CIN guarantees that its products conform to the specifications as detailed in the respective 
technical data sheets. CIN cannot under any circumstances be held responsible for the consequences of technical information given prior to or after purchase of products. This  is merely of an advisory nature, 
given in good faith and to the best of its knowledge, and based on current  technical know-how. Claims can only be accepted for products  which have manufacturing defects  or  which do not conform to the 
purchase order. CIN will, at its discretion, either replace the defective goods or reimburse the customer. CIN cannot accept responsibility for any other loss or damage. All sales are subject to our general terms 
and conditions of sales that we advise should be read carefully. 
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5.3 APPLICATION CHARACTERISTICS 

Product preparation: Stir until completely homogeneous 

Thinning: Product ready for use 

Application: 

Apply two to three coats of Lasur Super Satin. Agitate the product regularly in the can with a spatula during 
the application to assure greater homogeneity of the product, colour and gloss. After drying, each coat must be 
sanded with fine grain sandpaper before applying the next coat. 

6 OBSERVATIONS 

1 – This lasur is also available in clear finish but it is only recommended for interior applications. 
 
2 – The water based stain and varnishes should not be applied on heavy nature wood. In these cases we recommend the application of 
solvent based stain and varnishes. In the case of wood that besides being of heavy nature contains oil components (such as ipe or teak), the 
product Teak Oil (ref. 40-090) must be applied, exclusively. 
 
3 - The durability of this stain depends of the type of wood, type of construction, the application characteristics and exposition conditions. 
To guarantee a higher durability of the applied stain we recommend that its maintenance is made as soon as any sign of alteration of the 
film occurs never exceeding more than 2 years. In these conditions it’s enough to make a superficial sanding and apply 1 or 2 coats of 
Lasur Super Satin avoiding more complicated and long operations that involve the removal of all the stain and sanding of the wood until 
the recuperation of the normal aspect. 

7 HEALTH, SAFETY AND THE ENVIRONMENT 

Protect the eyes and skin from contact; gloves, goggles and appropriate clothing should be worn. Keep out of the reach of children. Use 
only in well ventilated areas. Do not empty into drains. Keep the container properly sealed and stored in the correct place. Take correct 
measures when transporting the product so as to avoid any accidents that could rupture the can or cause damage to the packaging. Ensure 
that the container is correctly stacked in a safe area. Do not store or use the product in extreme temperature conditions. Always take 
account of the appropriate legislation relating to the environment and Health and Safety at Work. For more information it is essential to 
read the label on the container and the product Material Safety Data Sheet. 


